
                   

 

 

Semi-Automatic Granular Weighing Filler 

 半自動粒劑秤重式充填機                    ■ CM-G111 
                                                  

 Application： 
Suitable for Granulated Product, such us: Beans、Rice、 

Sugar、Salt、Chemical…etc.  

 Features： 
1. Sanitary High quality Feeding Belt. 

2. AC Motor & Inverter design has two different speeds. 

3. 2 sections weighing & filling : 

First section: Large volume filling. 

Second section: micro volume adjustment. 

4. Two kind of filling way. Automatic feeding & Semi-Automatic 

pedal feeding. 

5. All parts that contact with filling products are made by SUS 

304# and polishing dispose. Meet with G.M.P. Standard. 

PS: 1. Can be equipped with material mixer tank. 

   2. Please prepare air compressor when use this machine. 

 

 適用範圍： 
適用豆類、米粒、砂糖、鹽、化工原料等之細小顆粒產品。 

 特性：  

1. 採用食品級皮帶送料。 

2. AC 馬達搭配變頻器，兩段變速設計。 

3. 兩段式秤重充填：第一段大量充填，第二段微量補正。 

4. 可選擇腳踏下料及自動下料方式充填。 

5. 物料接觸面，均以 SUS304#製造及拋光處理，符合 G.M.P 要求。 

附註：1. 可搭配使用物料儲存攪拌桶。 

      2. 需自備空壓機。 

 Specification 規格表 

Filling Range 充填範圍 50g~3000g 

Filling Speed 充填速度 6~10 bags/min 包/分 

Accuracy 精    度 ± 1g~2g 

Power, Source 電    源 220/380 Volts, 3 Phase 

Power Consumption 消耗電力 0.2 KW 

Machine Size 機械尺寸 L890 x W800 x H1800mm 
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